
FEATURE ISSUSTRATION 
KI-N406L RACKMOUNT CHASSIS 
Introduction: 
The KI-N406L is a 19” rackmount industrial server chassis, it is designed for extended 
ATX form 
Factor server board and can be equipped with PS2 power supply or mini-redundant power 
supply. 
The KI-N406L has a large-scale fan filter and a easy-to-use key for great safety of the 
system. 
 
Specification: 

Dimension (W*H*D)    19“*7”*20.87“/ 485*177*530mm 

Material Construction  
  Heavy-duty Zinc plated cold-rolled steel 

Thickness:1.0 

M/B Size    12”*13" 

Expansion    7 slots rear side ATX  

  1*Power switch +1* Reset switch 

  1 x LED (power) +1 x LED (HDD), 1 x LED (KB-LK) Control & Indicator  

  2*2.0 USB 

Cooling Fans    1*12cm Fan in front+1*6cm fan in middle 

DriveBay    2 x 5.25“ + 1 x 3.5” (external) + 8 x 3.5“ (internal) 

Power Supply  Standard PS-2 ATX 300W PFC 

Color    Black or Beige  

Operation Temperature    Up to 50C (122℉)  

Operation Humidity 

(Non-condensing) 
  Up to 90%  

Packing Measurement CBF / 

CBM  
  2.8 / 0.085 

 
 
 
 
 
 
 
 
 



 
TOP COVER DISASSEMBLY 

 1. Release the screws of the top cover 

 2. Slide back the top cover and lift up. 
 
 
 
 
HDD INSTALLATION 

 1. Release the screws of the HDD cage 

 2. Lift up the cage. 

 3. Assembly the HDD by screws. 

 4. Assembly the HDD cage back in chassis. 

 
 
 
 
 
 
 
 
 
 
 
 
 



 
5.25” DEVICE and Floppy INSTALLATION 

 1. Release the screws of the 5.25” cage 

 2. Lift up and take out of the cage from chassis. 

 3. Disassembly the 5.25 or floppy the cover bracket from cage. 

 4. Place a 5.25” device or floppy inside the cage. 

 5. Assembly 5.25” device or floppy by screws and place back in the 

chassis 
MOTHERBOARD INSTALLATION 

 1. Place the Mother board on the standoffs and fix it by screws. 

 2. Release one of the slot cover on rear window. 

 3. Plug the interface card in the Mother board and fix it on chassis. 

 4. Loose the screws and adjust the hold down or up to clamp the  

                Interface card. 
 



 
FAN FILTER RECYCLING  

1. Take out the keys from screw box. 

2. Open the front door by keys. 

 3. Take out the hidden filter holder on the left side of the chassis. 

4. Take the filter out from the filter holder washable.  


